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GENERAL NOTES
2ENCIAE N 6w TREE REMOVAL (6 TO 15 UNITS DIAMETER) TEMPORARY EROSION CONTROL SEEDING
Exlsting structures (Including foundations, walls, clsterns, wells, or other underground STATION UNITS REMARKS STATION POUND REMARKS
sfructures) within the right of way shall be removed In accordance with Article 501.04
and 501.05 of the Standard Speclfications, without additional compensation, unless Lt Sta 19+01 10 53' Offset Lt Sta 17+50 To 22+50 27 CALCULATION BASED ON 100 LB PER ACRE
otherwlse noted In the Plans or Speclal Provislons. Lt Sta 19+10 14 52' Offset Rt Sta 17+50 To 22+50 33 CALCULATION BASED ON 100 LB PER ACRE
Lt Sta 19+12 12 58' Offset
The Contractor shall seed all disturbed areas within the project limits, Lt Sta 19+29 10 65' Offset
Lt Sta 19144 ) 70 Offset PROJECT TOTAL 60
The final top four Inches of soll In any right of way area disturbed by the Contractor 11 Sta 19458 3 61 Offset 28000250%
must be a coheslve soll capable of supporting vegetation and approved by the Englneer. Lt Sta 19+63 ) 59 Offeet
No overhaul has been computed and none shall be pald for from any source. t: 2:: iz::; 12 Zg g;:::
The Contractor shall be responsible for protecting utlilty propetty during construction Lt Sta 19482 8 68' Offset TEMPORARY DITCH CHECKS
operations as outilned In Article 107.31 of the Standard Specifications. Lt Sta 19+89 7 68' Offset
Lt Sta 19+89 14 73 Offset STATION FooT REMARKS
All telephone and electric poles, gas plpes, etfc. In the way of the Improvements shail Lt Sta 19490 7 70' Offset
be moved by the utllities prior to construction and shall not be Included In the contract. Lt Sta 20429 6 43' Offset Rt Sta 19+50 9
The Contractor shall notify the respective utllitles to make the necessary adjustments Lt Sta 20430 6 46' Offset Rt Sta 20+50 9
prior fo thls construction. Lt Sta 20+35 6 45 Offset Lt Sta 20+30 9
Lt Sta 20+39 6 52! Offset Lt Sta 20+90 9
The locatlon and elevation of the various underground utliities as shown on the plans are Lt Sta 20+43 5 28' Offset Lt Sta 21+45 9
not to be taken as exact. The Confractor shall use speclal care when conducting Lt Sta 20+45 g 43 Offset
construction operations near them fo prevent damage. 1t Sta 20048 ) 4 Offset PROJECT TOTAL .
Lt Sta 20455 8 57 Offset
The utilities located within the profect limits or Immediately adjacent to the project 1t St - 28000305
a 20458 8 58' Offset
construction fimits Include:
Lt Sta 20+65 14 46' Offset
ComEd Verizon (Frontler Com.) Lt Sta 20+69 10 43' Offset
Affn: Cralg Weber Aftn: Garreft Burt Lt Sta 20+70 7 40' Offset
1810 S. Briggs St. 112 Eim Street Lt Sta 20+73 10 40' Offset PERIMETER EROSION BARRIER
Jollet, Il 60433-9599 Sycamo/’ e, IL 60178 Lt Sta 20+74 12 49' Offset
Ph: 630-437-3313 Ph: 815-895-1538 1t Sta 20¢77 3 20 Offeat STATION FOOT REMARKS
A minimum of 48 hours advance notice Is requlred for non-emergency work. Lt Sta 20487 8 43' Offset
[t St 20488 s 47 Offset Lt Sta 17+50 To 19+00 153
A Natlonwide 404 Permit has been Issued for this project and the conditions of that Lt Sta 20+88 8 47' Offset
Permit must be adhered fto. Lt Sta 21+09 12 53' Offset PROJECT TOTAL 153
Where section or subsection monuments are encountered, the Englneer shall be notified 28000400
before such monuments are removed. The Contractor shall protect and carefully preserve PROJECT TOTAL 299
all property markers, monuments, and right of way pins untll the Owner, an Authorized 20100110
Surveyor, or Agent has witnessed or otherwise referenced thelr locatlon, Any property
markers, sectlon or subsecton monuments unless referenced, damaged by the Contractor AGGREGATE BASE COURSE, TYPE B
shall be replaced af the expense of the Contractor.
| REMOVAL (OVER 15 UNITS DI STenon o FEMARLS
Where the proposed construction meets an exlisting bituminous surface, or where sawing Is TREE ( AMETER)
stated on the plans, the existing shall be sawed In a nedt, stralght line. Cost of sawing STATION oS P Sta 17450 To 22+50 607
fo be Included In the contract unit price bid per Cublc Yard for Earth Excavation (Speclal).
Lt Sta 19+34 27 52' Offset PROJECT TOTAL 607
Lt Sta 20+21 24 61' Offset 35101300%
PROJECT TOTAL 51
20100210
BITUMINOUS MATERIALS (PRIME COAT)
STATION GALLON REMARKS
EROSION CONTROL BLANKET Sta 179500 22050 pres Over Aggregate Base
STATION SQYD REMARKS Sta 17450 To 22+50 122 Over Binder Course
Lt Sta 17+50 To 22+50 1,328 PROJECT TOTAL 611
Rt Sta 17+50 To 22+50 1,608
40600100*
PROJECT TOTAL 2,936
25100630
- — — e —
I e — — k. FAS 63 (NORTH KENT ROAD) OVER WILLETT HOFMANN GENERAL NOTES AND SCHEDULES OF QUANTITIES e SECTION county |Gt | SREET
R R BRANCH OF YELLOW CREEK ’ s cacre s | STEPHENSON COUNTY STRUCTURE NO. 089-5139 63 10-00177-00-BR STEPHENSON | 15 | 3
ND §° 3 ;, 1161021+ #* .
G STATION 20+00 sy ey e .2 STA. 1745000  STA. 22+50.00 R T L e




